
Power & performance when you need it most!

It’s Convenient…
The Easy Vac has a Velcro™ strap that allows the power 
cord to be wrapped securely to make portability easier. Extra 
strength premium suction feet attach the unit safely 
and securely to most surfaces, preventing spillage.

It’s Safe…
Safety is assured with the automatic resetting 
thermal limit switch which prevents the unit 
from overheating.

It’s Powerful…
High performance 1/5 horsepower pump delivers 0-26 inHg  
(0-660 mmHg) - among the highest in the industry.

It’s Protected…
A dual protection system consists of a float shut-off in the 
canister lid and an Inline Hydrophobic Filter to prevent back 
flow of fluid as well as airborne contaminants from entering 
the pump.

It’s Durable…
The Easy Vac has a protective canister bracket which not 
only holds the canister but also protects the gauge and 
adjustment knob from accidents.
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S P E C I F I C A T I O N S
Dimensions:

Length 13 1/4” (33.7 cm), Width 8” (20.3 cm), 
Height 9 3/4” (24.8 cm)

Weight:
12.6 lbs. (5.7 kg)

Shipping Weight:
14.5 lbs. (6.6 kg)

Motor:
120 VAC, 60Hz, 5 Amps

Part# Description

1690 Inline Hydrophobic Filter

502519-10 Canister (with Lid), 800cc (Case of 10)

1906-12 Canister (with Lid), 1200cc (Case of 12)

PM60-1 Roll Stand

Vacuum Range:
0-26 inHg

Horsepower:
1/5

Operating Temperature Range:
50° F to 104° F (10° C to 40° C)

Storage Conditions:
Temperature: -4°F to 104°F (-20°C to 40°C);
Humidity: Max 95% non-condensing

Part# Description

PM60 Easy Vac Aspirator with Hospital Grade 
Power Cord & 800cc canister

O R D E R I N G  I N F O R M A T I O N

Standard 800cc
Suction Canister
(1200cc optional)

Inline
Hydrophobic

Filter


